
REGENCY FG39
Direct Vent Gas Freestanding

 ○ Direct vent room sealed technology 

 ○ Natural gas 8.3 kW – Output 

 ○ Natural gas 40 MJ – Input

 ○ Enhanced log set and embers

 ○ Ceramic glass

 ○ Dress guard

 ○ Flame adjustment (6 settings)

 ○ Black louvres

 ○ 3-speed fan

STANDARD FEATURES
 ○ Brushed nickel louvres

 ○ Propane Conversion Kit

 ○ Propane 7.9 kW – Output

 ○ Propane 38 MJ – Input

 ○ Vertical or Horizontal Flue termination

 ○ FireGenie® remote control (recommended)

OPTIONS

regency-fire.com.au

This Regency gas log fire features the finest, most realistic flame picture available. Enjoy the exceptional view through the 
wide one piece glass door designed to showcase the glowing flames and embers. With room sealed direct vent technology, 
you can vent up and out of your home saving money on complicated installations.

FG39 shown with optional brushed nickel louvres (shown without mandatory dress guard).

     FireGenie® RF remote control



for your nearest dealer visit:
regency-fire.com.au

or call 1800 081 978

Your Regency Dealer
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Dimensions A B C D

FG39 660 762 432 448

Min. Clearances to Combustibles A B C

FG39 190 150 50

CLEARANCES (mm)

Direct vent technology means that you can 

install a Regency fire almost anywhere in your 

home - no chimney needed. From the top of 

the unit, simply vent your fire through the roof 

or an exterior wall. Direct vent means that you 

have sealed combustion – outside air is brought 

in through the vent for combustion and the 

combusted air is sent back out – your indoor air 

is not affected.

DIRECT VENT TECHNOLOGY

THIS REGENCY IP-28 USED

6.49

11266

918-969

when installed with 
NG or LPG


